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Abstract: On the road towards the long-term goal of the NCCR Molecular Systems Engineering to create
artificial molecular factories, we aim at introducing a compartmentalization strategy based on solid-state
silicon technology targeting zeptoliter reaction volumes and simultaneous electrical contact to ensembles
of well-oriented molecules. This approach allows the probing of molecular building blocks under a controlled
environment prior to their use in a complex molecular factory. Furthermore, these ultra-sensitive electrical
conductance measurements allow molecular responses to a variety of external triggers to be used as
sensing and feedback mechanisms. So far, we demonstrate the proof-of-concept by electrically contacting self-
assembled mono-layers of alkane-dithiols as an established test system. Here, the molecular films are laterally
constrained by a circular dielectric confinement, forming a so-called ‘nanopore’. Device yields above 85% are
consistently achieved down to sub-50 nm nanopore diameters. This generic platform will be extended to create
distributed, cascaded reactors with individually addressable reaction sites, including interconnecting micro-
fluidic channels for electrochemical communication among nanopores and sensing sites for reaction control and
feedback. In this scientific outlook, we will sketch how such a solid-state nanopore concept can be used to
study various aspects of molecular compounds tailored for operation in a molecular factory.
Keywords: Bio-mimicking · Cell · Compartmentalization · Feedback · Molecular Factories ·
Molecular Transport · Sensing
1. Introduction and Motivation
1.1 The Vision of the National
Center for Competence in
Research on Molecular Systems
Engineering (NCCR MSE)
The National Center for Competence
in Research in Molecular Systems
Engineering (NCCRMSE) started in 2014
and represents a highly interdisciplinary
project involving life sciences, chemistry,
physics and biology as well as bio-infor-
matics and engineering sciences. Its scien-
tific goals aim at synthesizing, assembling
and engineering molecular modules, as
well as using them to create artificial mo-
lecular factories with the long-term goal of
achieving similar complexities as found
in biological systems. Such molecular fac-
tories should finally enable unprecedented
control over reactions down to the single-
molecule level and establish artificial cel-
lular systems that can be used in industrial
production as well as in medical and bio-
logical sciences. The envisioned factories
require cascades of different and some-
times interlinked tasks and functions, al-
lowing for the synthesis of value-added
products in a complex process.
We aim at using a compartmentaliz-
ation strategy inspired by nature to isolate
the individual components in compart-
ments where they can be studied separately
under controlled conditions. By connect-
ing different compartments both electrical-
ly and electrochemically, this strategy can
be expanded as a model to study feedback
mechanisms and ultimately used for creat-
ing completely artificial systems. Similar
to integrated circuits in electronics, these
molecular factories will cascade and con-
nect components with different function-
alities. While this system can be used to
mimic, isolate and study bio-related re-
actions, a solid-state architecture based
on silicon and compatible with standard
semi-conductor fabrication will further-
more enable the study and fabrication
of products which are bio-incompatible
or which require bio-incompatible process
parameters.
1.2 Compartmentalization in
Nature
In biology, functional subunits within
a cell are organized in organelles which are
separated from each other by a lipid bi-
layer membrane enclosure, a strategy that
is referred to as ‘cellular compartmen-
talization’. With only a few exceptions,
most organelles fall into this category of
cellular compartments: the cell’s nucleus,
mitochondria, chloroplasts, peroxisomes,
lysosomes, the endoplasmic reticulum,
etc. Even smaller subunits like vesicles or
microtubules can be considered ‘cellular
compartments’ either owing to their func-
tional behavior or their spatial arrange-
ment. Nature’s strategy for compartmen-
talization is based on the following three
motives:
· Creating physical boundary condi-
tions for processes that enable various
(metabolic) activities to be performed
simultaneously
· Generating a compartment-specific
micro-environment to initiate, drive
and stop processes
· Establishing intracellularly address-
able reaction volumes where reac-
tions occur and can be controlled via
feedback mechanisms
The spatial isolation created by a
compartment on the one hand enables
a complex process to be divided into a
series of simpler steps, each with differ-
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number of molecules and a decrease in
the complexity of the system. In addition,
the platform allows better control of the
environment as well as more stimuli and
enhanced characterization methods.
The simplest man-made realization of
a solid-state compartment likely is a vial
containing a molecular solution,something
chemists use on a daily basis. Adding re-
actants is easily done manually; extracting
the products, however, is more difficult
and requires chemo-physicalmethods such
2.2 Solid-state Molecular Factories
Whereas bio-inspired approaches such
as lipid bi-layers or nanocages doubtlessly
have their advantages, their size and typi-
cally aqueous environment entail a high
degree of complexity and large number
of molecules while offering limited path-
ways for downscaling, control over in- and
outlets or characterization. In contrast, a
rigid, solid-state type of platform allows
for smaller volumes by using nanofabrica-
tion techniques. This results in a smaller
ent well-defined conditions. On the other
hand, compartmentalization allows for a
reaction’s starting materials and products
to be selected in a deterministic way and
selectively released after the reaction has
taken place. Fig. 1A and B schematically
illustrate the control achieved over reac-
tants by using a compartmentalization
strategy. The main components required
to establish a compartment with a physi-
cal boundary, selective in- and outlets as
well as a micro-environment are depicted
in Fig. 1C.
2. Artificial Molecular Factories
2.1 Bio-inspired Molecular
Factories
Given the evolutionary very successful
approach of nature to compartmentalize,
the idea of creating artificial reaction com-
partments to mimic cellular (metabolic)
activities down to the few-molecule level
seems to be a potential pathway to real-
ize complex molecular factories. However,
this concept involves several very chal-
lenging tasks and mechanisms:
· Creating physical boundary conditions
· Selectively aggregating molecular
compounds within the compartments
· Varying the intracompartmental en-
vironment as a stimulus to initialize,
control and terminate reactions
· Enabling intercompartmental ex-
change and feedback mechanisms for
interlinked reaction cascades
· Releasing or exchanging the molecular
compounds
· Characterizing specificmolecular com-
pounds prior to and after the reaction
(only necessary in artificial factories,
but not found in nature)
In a biological picture of a molecular
factory, a lipid membrane usually acts as
the boundary for the compartment, and the
properties of the membrane are crucial
to the performance of the factory. A con-
ceptual illustration of such a bio-inspired
molecular factory is shown in Fig. 2A and
depicts its main structural components.
A large range of bio-inspired molecular
compartments and factories has been real-
ized, many being based on lipid bi-layers.
Examples are vesicle-based microreactors
with spatially segregated reaction path-
ways
[1]
or the on-demand release of reac-
tants in a vesicle.
[2]
DNA-nanocage encap-
sulation has been shown to enhance cata-
lytic activity while increasing stability,
[3]
whereas constraining an enzyme within a
virus allows for single molecule studies of
enzymatic behavior.
[4]
Even more complex
systems requiring different compartments
for a multi-step enzymatic pathway have
also been demonstrated.
[5]
Fig. 1. Comparison
of uncompart-
mentalized versus
compartmentalized
reactions as well as
components required
for compartmental-
ization: A) Besides
desired reaction
pathways (dark blue:
reaction 1, purple:
reaction 2), unde-
sired side reactions,
e.g. cross-reactions
among reactants
(dark blue) or excess
production (green),
can take place if
pathways are uncon-
strained and carried
out under identical
reaction conditions
and lack of synthetic
selectivity. B) In con-
trast, compartments
with substrate-selec-
tive in- and outlets
enable reactants to
be isolated in cor-
responding reaction
compartments pos-
sessing different envi-
ronments. Exchange
and feedback
mechanisms enable
reactions to be con-
trolled and cascad-
ed. C) Conceptional
view of the required
components: a physi-
cal boundary and
selective in- and out-
lets combined with a
controlled micro-en-
vironment enable an
addressable reaction
volume.
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of the building blocks, e.g. the hydropho-
bic to hydrophilic change of the ferrocene
to ferrocenium-ion transition or changes
in terms of the molecular volume occu-
pied within the pore (Fig. 2B). Cascading
two or more of such ports allows for a liq-
uid cargo to be actively shuttled and even
intermediately characterized. The ports
can be implemented either in a vertical
‘pore-in-membrane’ fashion, as depicted
in Fig. 2B, or in a horizontal orientation
inside a channel.
2.2.2 Addressable Nanopore
Reaction Sites
Individually addressable nanopores
can be kept at different electrochemical
potentials with respect to an electrolyte,
allowing for selective assembly of differ-
ent compounds at different sites on the
same chip and even in the same channel us-
ing, e.g., electrochemically active anchor
groups (Fig. 3A). Such open nanopores
containing molecular assemblies further-
more offer the possibility to modify the
local electrochemical potential by the
electrical bottom electrode, a mechanism
which can be used for a number of pur-
poses, the simplest being the initializa-
tion of a chemical reaction via the electro-
chemical potential, which may happen in
an open pore on the surface of a chip, or
an open pore inside a nanofluidic channel.
2.2.3 External Triggers, Response
Sensors and Feedback Mechanisms
Sealed pores, where the molecules of
interest are sandwiched between two elec-
trodes (Fig. 3A), offer a variety of applica-
tionswhere the conductanceof themolecu-
lar layer can be used as a sensitive probe.
Simple experiments allow a direct prob-
ing of the response of the molecular film
to different triggers, such as heat, light or
voltage, and allow the monitoring of con-
formational changes, oxidation states, etc.
This enables the characterization of a mo-
lecular film under controlled conditions.
Further by adding nanofluidic access, this
type of device (Fig. 3B) can be used as a
nanometer-scale sensor for specific chemi-
cal compounds, electrochemical potential
or other such quantities, an integral ele-
ment in creating feedback loops to control
a reaction.
3. Solid-state Nanopore
Architecture
The above-mentioned primary build-
ing block of our platform is the so-called
‘nanopore’. It primarily consists of two
electrodes separated by a dielectric, with
a pore of variable size forming the lat-
eral constraint for a molecular mono-
layer spanning the space between the two
cellent control over the reaction by ap-
propriate stimuli.
To address these issues, we leverage
the most recent advances in the field of
molecular electronics where electrical
measurements are performed on molecu-
lar monolayers or even single molecules.
When using tailored molecules, conduc-
tance measurements become very sensitive
to a variety of parameters, such as environ-
mental pH, temperature, light, presence
of other compounds, in-site reactions, etc.
Furthermore, electrical measurements are
fast, can be multiplexed and integrated
with semiconductor technology. As such,
the possibility to monitor and manipulate
different chemical processes in very small
compartments allows for a large range
of experiments while simultaneously en-
abling a significant technological payoff in
terms of novel device concepts which can
directly be integrated using conventional
semiconductor technology.
Hence, our goal during the entire proj-
ect duration of the NCCRMSE is to create
a solid-state platform with compartments
down to zL volumes, so-called ‘nano-
pores’, whose scale in one dimension is on
the length-scale of a single-molecule and
that can be used for a variety of tasks,
as sketched in Fig. 2B. In particular, this
architecture enables the main components
of a molecular factory to be created:
2.2.1 Controllable In- and Outlets
Based on tailored molecular building
blocks that are electrically contacted in a
nanopore, passive in- and outlet ports can
be implemented. This function is enabled
by the intrinsically switchable properties
as extraction, filtering, precipitation, crys-
tallization, etc. Further difficulties involve
inherent thermal or chemical gradients as
well as limited time-resolution in the op-
erations involved. Finally, characterizing
the identity of all reactants can be done
with optical techniques, e.g. absorption
or transmission spectroscopy, an approach
that typically involves many thousands of
molecules that are probed simultaneously.
With the use of micro- and nano-
technology, the scale of the active volume
can be drastically reduced and at relevant
volumes of micro liters (µL) to pico liters
(pL), the field of microfluidics is entered.
Here, a significantly different surface-to-
volume ratio is present, allowing a major
increase in response time when changing
the environment or stimuli, for example in
terms of thermal management. This size
scale is well-covered both in research
literature as well as practically in lab-
on-a-chip devices and micro-reactors.
[6–8]
Further decrease of the size leads to ac-
tive volumes of femto liters (fL) to zepto
liters (zL), where surface and single-mol-
ecule effects dominate. The molecular
ensemble sizes become billions down to a
few thousands, with the potential to reach
even the single-molecule level. While the
low volumes and surface dominance per-
mit fast feedback mechanisms and high
catalytic activities, many conventional
detection and analysis methods become
impractical owing to the low amount of
material and decreasing signal-to-noise
ratios. Notwithstanding, monitoring and
detection at this scale would enable a very
profound understanding of the underlying
processes and mechanisms as well as ex-
Fig. 2. Basic concept of a bio-inspired (A) molecular factory with structural solid-state (B) com-
ponents: A) A compartment with in- and outlet ports is established by a membrane structure, en-
abling reactions to be carried out in an isolated way. B) Structural building-blocks of a solid-state
molecular factory based on a silicon platform (blue) allowing selective in- and outlet of reactants
by passive and active mechanisms (top row) as well as isolated and individually addressable
reaction sites with simultaneous conductance measurement and liquid access through nano-
channels (middle row). Electrically conducting parts of the electrodes are indicated in dark gray
and can be addressed individually. The platform enables the application of a variety of external
triggers or responses such as heat, light irradiation and emission (transparent substrate and
electrodes), bias and voltage or electronic current as well as electrochemical triggers, such as
ionic currents or pH (bottom row). Fig. 2A: graphic reproduced from the NCCR MSE homepage,
www.nccr-mse.ch
NCCR MoleCulaR SySteMS eNgiNeeRiNg CHIMIA 2016, 70, No. 6 435
still in place, as well as etched channels
connecting an inlet to an outlet (right), with
the buried, released channel causing an in-
terference pattern.
3.2 Current State: Electrical
Characterization of Alkane-dithiol
Mono Layers
Due to the interest in electronic de-
vices based on intrinsic molecular func-
tionalities, the development of methods to
electrically contact monolayers of mol-
ecules has been the subject of intense
investigation and a large variety of strate-
gies has been suggested.A number of chal-
lenges need to be addressed here, the first
being the fabrication of a smooth bottom
electrode for growing high-quality films.
This smoothness needs to be maintained
throughout the dielectric deposition and
etching steps. Second, the deposition of
the top electrode poses a significant chal-
lenge as the integrity of the molecular film
has to be maintained. Ideally, the fabrica-
tion flow should further be compatible
with standard mass fabrication techniques,
avoid slow serial processes, and have a
large device yield, all while maintaining
the desirable properties of the molecular
film.
Different methods have been proposed
for the deposition of the top contact, rang-
ing from direct
[10]
and indirect
[11]
physical
vapor deposition (PVD), conducting poly-
mer
[12,13]
or graphene protective layers
[14]
to more exotic deposition methods, such
as micro-contact printing
[15,16]
or single
gold crystals.
[17]
Each of these approaches
has drawbacks, be it low yield, significant
added series resistance, or a serial fabri-
cation approach preventing cost-efficient
large-scale integration. We fabricate the
top contact in a two-step process, where a
protective layer is first deposited from so-
lution.
[18,19]
This layer not only provides a
well conducting contact to the molecules,
but also protects the film during the sub-
sequent deposition of a regular metal layer
via PVD, providing the compatibility with
standard processes. The conformal nature
of this protective layer creates contacts to
films even in sub-30 nm pores in thicker
(10–20 nm) dielectrics, where the aspect
ratio between dielectric thickness and
nanopore diameter approaches 1:1.
While the solid-state nanopore is con-
ceptually simple, a reviewof the state of the
art shows that such a platform is non-trivial
in its actual fabrication. In a first step,
we therefore aim to reproduce and im-
prove on the results obtained with alkane-
dithiols, which is a passive but highly
sensitive and modular test bed. Consisting
of an alkane backbone with one (alkane
monothiol) or two anchor groups (alkane
dithiol), these compounds are considered
a prototypical system for transport and are
wet etching techniques or a combination
of both. The exposed electrodes can act
as selective, electrically or electrochemi-
cally addressable assembly site, electrical
probes or charge-separation units. Fig. 3C
shows a scanning-electron microscopy
image of an open pore, demonstrating the
feasibility of pore diameters on the 30 nm
scale, as well as an optical microscopy im-
age of two closed micrometer-sized pores.
By using a template-stripping method de-
scribed elsewhere,
[9]
we are further able
to combine ultra-flat platinum bottom
electrodes with a surface roughness better
than 0.3 nm
RMS
over 1 µm
2
with the nano-
to micrometer-sized pores in the dielectric
matrix, guaranteeing a high-quality of the
self-assembled molecular mono layers.
Sealed nanopores are interesting from
an electronic and chemical point of view
as the molecules are no longer exposed to
oxygen or moisture, allowing more com-
plex and reactive molecules to be used. In
the context of the NCCR MSE, however,
we need physical access to the molecular
mono layer, in terms of gaseous, ionic or
even molecular-compound exchange. This
can be achieved by adding nanometer-
sized channels, as schematically shown in
Fig. 3B, where in- and outlets allow for
diffusive access to the molecular layer.
First steps in this direction were already
taken, using a sacrificial layer to pattern
the channels, with the latter subsequently
being removed via selective dry etching.
Fig. 3D shows optical microscopy images
of an open pore with four triangular chan-
nels (left), with the sacrificial material
electrodes, as shown in the middle row of
Fig. 2B. Fabricating such a device layer
by layer in a vertical fashion permits fab-
rication methods developed for micro- and
nanoscale electronics to create a device
where the separation of the electrodes is
on the single nm level or beyond, tailored
to match the length of the molecular com-
pounds.
3.1 Fabrication Methods for
Nanopores
Although our architecture is inspired
by work done on mono-layer molecular
electronics devices, one of our main goals
is to maintain compatibility with semi-
conductor mass fabrication. We therefore
avoid exotic or serial fabrication processes
as well as gold, a material often used for
electrodes but incompatible with front-
end-of-line semiconductor fabrication. A
schematic of a solid-state nanopore device
is depicted in Fig. 3A and B. The basic
building blocks are patterned platinum
electrodes and dielectric layers deposited
via bottom–up atomic-layer deposition
(ALD) or plasma-enhancedchemical vapor
deposition (PECVD). Besides silicon sub-
strates, transparent substrates such as glass
or sapphire, allow direct optical access as
ultrathin bottom electrodes on the order of
10 nm are still conducting but simultane-
ously optically semitransparent. The de-
vices may also be fabricated on suspended
membranes in a flow geometry where the
electrodes are placed on the sides, as de-
picted in Fig. 2B. Patterning the pores into
the dielectric can be done using dry and
Fig. 3. Cross-sectional view and experimental realization of open and sealed nanopores for
electrical and electrochemical studies: Nanopore compartments are etched into a dielectric
membrane without (A) and with embedded nanochannels (B), exposing a bottom electrode. The
electrical addressability of the electrode enables selective assembly. C) Scanning electron mi-
croscopy picture of an open nanopore (left; low contrast as the dielectric layer is only 12 nm
thick) and optical microscopy picture of sealed nanopores (right) with bottom and top electrodes
that appear to be semi-transparent owing to the use of 30 nm thin metal layers. D) Single open
nanopore with embedded nanochannels in a quadrant orientation with top access to the electro-
chemical environment (left) and several micrometer long channels embedded in the oxide matrix
after selective dry etching of the buried channels (right). The interference patterns indicate a fully
cleared channel.
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therefore most often used to validate novel
molecular electronics platforms. Different
chain lengths are readily available com-
mercially and allow a systematic study
of the length dependence of the tunneling
current, enabling a cross-platform compar-
ison as well as proving the sensitivity of the
platform to the type of molecule. A sketch
of the electron transport study through
octane dithiol is depicted in Fig. 4A,
where the electrons schematically tun-
nel non-resonantly through the backbone
of the molecule. We achieve a high yield
using our method as illustrated in Fig.
4C, where the device behavior (molecular
non-linear current–voltage characteristics,
shorted or open nanopores) is plotted for
pore diameters smaller and larger than 1
µm for the example of octane dithiol (C8).
We observe a number of open nanopores
for smaller diameters owing to imperfect
etching rather than missing contacts to the
molecular compounds, whereas for larger
devices the yield is better than 90%, even
including 100 µm pore diameters. Details
of this study are published elsewhere.
[18]
4. Components for Molecular
Factories
Our final goal in the NCCRMSE, how-
ever, is establishing a much more complex
molecular factory based on a cascade of re-
action compartments, linked through dif-
ferent types of interconnects, ranging from
electrical to optical, ionic to mass flow, and
controlled via sensors and feedback loops.
The generic nanopore platform will sup-
port this goal throughout the project, first
by allowing for eachmolecular component
to be characterized individually under con-
trolled conditions, enabling an in-depth
understanding of the underlying molecular
reaction mechanisms. A next step is inter-
connecting compartments whose interac-
tions can be controlled. An advantage of
the nanopore concept is its flexibility, as
the platform can be used in different ways,
depending on the molecular compounds
and geometryrealized.We therefore aim at
studying triggers, implementing sensors
and realizing interconnections parts, each
requiring molecular compounds tailored
to the individual tasks.
4.1 Requirements for Molecular
Compounds
To obtain devices with intrinsic func-
tionalities that respond to or create, e.g.
variations in the bias or conductance, opti-
cal absorption or emission, t he chemi-
cal or electro-chemical environment, tai-
lored functional molecules are required.
The nanopore platform imposes several
constraints on these molecules, mainly
that they have to be equipped with an-
chor groups to bind to the electrodes,
be it simple thiols or more functional
end groups designed for site-specific,
deterministic assembly. For closed pores
with electrical contact to the molecules, a
second crucial requirement is that the mol-
ecules self-assemble into densely packed
monolayers with a quality sufficient to
prevent metallic filaments from penetrat-
ing the monolayers and thereby reducing
the device yield.
Initially we will be using large-scale
and homogeneous self-assembly to
achieve films of identical molecules in all
nanopores of a device. But a short term
goal is the implementation of methods to
selectively deposit different types of mol-
ecules into specific pores, a prerequisite
for more complex circuits with enhanced
functionality. Ideally, this selective assem-
bly is electrically triggered, as material
contrast – even though technically feasi-
ble – provides insufficient selectivity for
molecular assemblies. Our focus is on the
use of electrochemically addressable pro-
tection groups, which allow for different
molecules to be immobilized in separate
pores on the same chip. Fig. 3A concep-
tionally shows how the electrochemical
potential of a specific nanopore can be
varied to allow compound-specific release
of the anchor-group protection unit.
4.2 External Triggers and Feedback
Mechanisms
Two of the main elements that permit
the operation of a complex molecular fac-
tory are triggers and sensing mechanisms,
which enable initiating, controlling and
terminating a reaction. Fig. 2B depicts a
variety of external triggers that can interact
with the nanopore platform:
· Heating or cooling of the nanopore
(e.g. by heating or cooling of the entire
device or by using local microscopic
heaters and/or Peltier elements to only
address specific nodes)
Fig. 4. Electrical
nanopore test de-
vices using alkane-
dithiols and other
tailored compounds:
A) Alkanes-dithiols
are self-assembled
into nanopores and
contacted by a top
electrode to enable
conductance mea-
surements. By ex-
changing the alkane-
dithiols by more
functional molecules,
light-sensitive or
light-radiating devices
(B), analyte-specific
sensing devices (C)
as well as storing
or releasing devices
can be established
(D). Diameter specific
analysis of current–
voltage curves in a
device fabricated
with octane dithiol
(C8) (E and F). For
pore diameters
smaller or larger than
1 µm, the number of
shorts is in the single
percent range. For
pores with diameters
below 100 nm, we
additionally obtain
open contacts due
to imperfect etching
reducing the yield
(E). Nevertheless, the
overall yield of non-
linear current–volt-
age curves is better
than 85% for 3500
devices.
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components can be fabricated mainly us-
ing standard silicon processes. In particu-
lar, the compatibility of our nanopore-
based sensors and valves with standard
CMOS technology allows for the control
circuits to be fabricated on the same wa-
fer, enabling an ‘all integrated’ approach
to feedback-controlled reaction compart-
ments. Furthermore, the small size of
the compartments, in principle, enables
a cascade of different compartments,
where starting materials and intermediate
products are selectively reacted towards a
complex value-added product. Although
a single cascade has a low volume, the
small size can be expected to yield faster
reactions as well as enable a large number
of parallel ‘assembly lines’ to be run, sig-
nificantly increasing the expected output.
5. Summary and Outlook
A novel solid-state platform for electri-
cally addressable zeptoliter compartments
was presented, where one compartment
dimension is comparable to the length of a
molecule. This platform can be used in a
channels is compatible with placing elec-
trodes at the top and bottom of a chan-
nel. Combining this with site-specific de-
position of molecules, valves and pumps
on the nm scale may be realized in con-
junction with functionalized nanopores.
The placement of electrodes at the top
and bottom of a nanofluidic channel also
opens up the possibility of performing
capacitance measurements for impedance
spectroscopy. By fabricating the measure-
ment circuits on the same substrate, stray
capacitance can be minimized, allowing
precise measurements and large frequency
ranges, while the low measurement vol-
ume increases sensitivity to specific com-
pounds.
4.4 Small-Volume Feedback-
Controlled Reaction Compartments
for Cascaded Reactors
Combining sensors based on mol-
ecules with controllable in- and outlet
ports sets the basis for a small-volume re-
actor with feedback control, a schematic
shown in Fig. 5B. Using site-specific
assembly and wafer-to-wafer bonding, a
reaction compartment with the necessary
· Optical irradiation of individual
nanopores using focused light (laser)
sources when using transparent carri-
ers (e.g. quartz) in conjunction with
semitransparent metal electrodes (5
nm Pt films still transmit 50% of the
incident light)
· Change of the electrochemical evi-
ronment (e.g. pH) and ionic exchange
· Current or bias variation over the
nanopores
Simple characterization experiments
involve applying one of the triggers listed
and monitoring the resulting change in the
transport characteristics of the nanopores.
By using tailored molecules, sensors sen-
sitive to specific triggers can be realized,
such as light sensors, thermometers or pH
sensors. By basing the sensors on mol-
ecules, both small volumes and fast re-
sponse times may be realized, allowing
fast feedback loops. For specific triggers,
it may be possible to use the nanopores
as electrically controlled stimuli sources
themselves, such as light emitters, or as
sources for releasing ions, atoms or even
molecular moieties. Similarly, the indi-
vidual electrical addressing of each nano-
pore enables e.g. local accumulation of
reactants based on electrochemical mecha-
nisms. Fig. 4B–D depicts various mecha-
nisms affecting the electrical conduction
of a molecule enabling light and analyte-
sensing as well as storage or release.
4.3 Nanofluidic Interconnects
An essential part in creating a cascade
of individual compartments are the inter-
connects between individual nanopores.
These can be simple nanofluidic chan-
nels which allow electrochemical com-
munication between different nanopores
via ionic exchange or change in electro-
chemical potential. This architecture can
incorporate both open and closed pores,
such that both electrochemically address-
able reaction sites and conductance-based
sensors can interact via the channels.
Complex networks of such pores can be
envisioned, where pores filled with differ-
ent types of molecules are interconnected
by such channels, as depicted in Fig. 5A.
Although ionic channels already offer
a number of interesting properties to be
studied, a cascade of reactors will require
channels supporting mass flow, combined
with elements such as valves and pumps.
With the goal of integrating a number of
such devices on a single chip, a long-term
goal will be the implementation of such
components in an electrically controllable
form. Valves may be based on electrical-
ly controllable hydrophobicity, change in
volume or other mechanisms.
[20–22]
Once
realized, this can be expanded by cascad-
ing a number of such valves, resulting in an
active pump. Our process for fabricating
Fig. 5. Upscaling of
individual nanopore
devices to more
complex networks
of interconnected
nanopores and ulti-
mately to an entire
molecular factory: A)
Similarly to an inte-
grated circuit, individ-
ual compartments of
a molecular factory
can be studied on
a planar Si platform
with distributed reac-
tion sites that are
interlinked via electri-
cal, electrochemical
and optical mecha-
nisms to study the
distributed effect of
triggers and provide
a model for feedback
loops. B) By using
standard wafer bond-
ing technologies, two
wafers with different
components and cav-
ities can be bonded
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variety of geometries, on the one hand,
to study and mimic components and pro-
cesses of biologically inspired molecular
factories, while on the other hand allowing
the necessary components for a molecular
factory to be realized in a silicon plat-
form. We have first demonstrated sensitive
conductance measurements on alkane-di-
thiol self-assembled monolayers, showing
the feasibility and achieving high device
yields. Such conductance measurements
can now be leveraged for investigating the
response of molecular films to different
stimuli, namely bias, heat, light or electro-
chemical potential. We plan to investigate
different types of molecules for their ap-
plication as components in a molecular
factory, the long-term goal of the NCCR
MSE. By interconnecting different com-
partments with nanofluidic channels, a
system with increasing complexity can be
realized to study feedback loops between
different reaction sites. Our long-term vi-
sion furthermore includes electrically con-
trolled valves and pumps in the intercon-
nects, paving the way for fully integrated
reaction compartments encompassing
in- and outlet ports, sensors and feedback
loops for control. By cascading such com-
partments, a solid-state implementation of
a molecular factory can be realized, where
